
MODULAR FILLER
SWAN-EP

DEVELOPMENT OF THE “ISO  EP” FILLING MACHINES 
RANGE FOR STILL AND “CSD” PRODUCTS CARRIED 
OUT UNDER THE FOLLOWING PROJECT OBJECTIVES:

• STRUCTURE
• DRIVE AND BOTTLE HANDLING SYSTEM
• BOTTLES LIFTERS  
• PRODUCT FILLING TANK
• ISO EP FILLING VALVE
• SAFETY GUARDS

PRODUCT RANGE WILL COVER ALL PRODUCTION 
FROM 10.000 TO 72.000 BPH



FILLING VALVE

• CANNULA WITH FAST COUPLING SYSTEM

• CONSTRUCTION IN STAINLESS STEEL AISI 316

• POSSIBILITY OF SETTING PROGRAMS AND RECIPES THAT 
CAN BE CHANGED FROM THE OPERATOR PANEL  AC-
CORDING TO THE TYPE OF PRODUCT AND BOTTLE 

• FLEXIBLE TYPE VALVE TO BE USED WITH DIFFERENT 
PRODUCTS

• COUNTER PRESSURE FILLING VALVE WITH 
ELECTRO-PNEUMATIC CONTROL, FROM THE OPERATOR 
PANEL, OF THE FOLLOWING FILLING PHASES:
A_PRE-EVACUATION
B_SATURATION /  PRESSURISATION
C_FILLING
D_DEGAZING

FILLING TANK

• ANNULAR SHAPE

• CONSTRUCTION IN STAINLESS STEEL AISI 304 (AISI 316 
ON REQUEST)

• MIRROR-POLISHED PRODUCT CONTACT PARTS

• PRODUCT TANK FILLED FROM THE BOTTOM

• PRODUCT AND GAS INJECTION INFEED FROM THE UN-
DERSIDE OF THE PRODUCT TANK

• AUTOMATION AND  PNEUMATIC   COMPONENTS PLA-
CED  IN THE UPPER PART OF THE TANK

1_Pneumatic Valve control
2_Level correction channel
3_Gas needle
4_Vacuum Control Valve
5_Snift/Vacuum pneumatic 
control valves
6_Vacuum/CIP channel
7_Snift Channel
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Automatic feeding unit
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